
OPTIONS

SIZE WIDTH 680 MM

HEIGHT 700 MM

THICKNESS 9 MM COLOURGROUP 9 - SEE AKOPANEL.NL

MOUNTING PENDANT WITH CORD (BLACK)

OPTIONAL LAMP CARBON FILAMENT LAMP

ACOUSTIC NRC VALUE 0.6

DELIVERY TIME 2-3 WEEKS

DID YOU 
KNOW?

55 YOU RECYCLE 55 PET BOTTLES PER M2 
WHEN PURCHASING THIS SCREEN

ACOUSTICE LAMPSHADE
Tight finish

Incl. pendant with cord
Light source optional

Delivered unassembled
For our current colour range, see www.akopanel.nl or request a colour card

L A MP SHADE  9  MM
OTHER ACOUSTIC
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SIZE OPTIONS

COLOURS 

9 MM
PET PANEL

BL

MOUNTING

OPTIONAL

BY A PENDULUM WITH 1 METER CORD
COLOUR BLACK

CARBON FILAMENT LED LAMP Ø 125 MM / 4W

CEILING
MOUNTING

CARBON FILAMENT
LED LAMP (DIMMABLE)

L A MP SHADE  9  MM
TECHNICAL SPECIFICATIONS

ACOUSTIC TEST REPORT

NRC:  0,30
ALPHA W: 0,25
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